
Model 5610
Color: C72R

Model 5620
Color: C72R

Model 5631
Color: C72R

Model 5640
Color: C72R

Custom Valances

Model 5650
Color: C72R

specifications
1)	 Only the bottom edge is profiled. Please specify the edge profile.
2)	 Rosettes are centered vertically in the A dimension and horizontally in the E 

dimension.
3)	 Woodgrain pattern is parallel to width. (Certain exeptions may apply, please 

contact a Customer Sevice Representative for further information.)

If B < 609.6 mm (24"),  E = 76.2 mm (3") 

If B > 609.6 mm (24"),  E = 152.4 mm (6") 

If A < 203.2 mm (8"),  C = 50.8 mm (2")  
If A > 203.2 mm (8"),  C = 101.6 mm (4") 

If B < 762 mm (30"), F = 127 mm (5") and 
C = 25.4 mm (1")

If B > 762 mm (30"), F = 254 mm (10") and 
C = 50.8 mm (2")

Standards
Custom valances standards have been established as shown below.  Therefore, custom valances ordered outside of these standards will be considered 
as special programming orders.

Model 5610-5611-5616 Model 5640

Designer Series 5000 Valances 

Model 5510
Country Manor

Model 5520
Country Cottage

	 Minimum sizes	 Standard sizes
	 A	 B	 A	 B

model	 mm	 in.	 mm	 in.	 mm	 in.	 mm	 in.
5510  
country manor	 152	 6	 235	 9 1⁄4	 152	 6	 762	 30
5520  
country cottage	 "	 304.8	 12	 "	 762	 30

specifications
1)	 Back routing is identical to frame and mullion doors.
2)	 Model 5520 “Eye Shaped” pattern repeated every 355.6 mm (14").
3)	 All profiles available except D, F, H and P.
4)	 If width < 44", woodgrain direction parallel to height
5)	 If width > 44", woodgrain direction parallel to width.
6)	 Available with white backs only.

A

B

E is variable 

If B < 508 mm (20"),  E minimum size is 76.2 mm 
(3") and E maximum size is 101.6 mm (4")

If B > 508 mm (20"),  E minimum size is 76.2 mm 
(3") and E maximum size is 165.1 mm (6 1⁄2") 

If A < 203.2 mm (8"),  C = 50.8 mm (2")

If A > 203.2 mm (8"),  C = 101.6 mm (4")

Models 5620-5621-5626, 5630-5631-5636

Minimum sizes
	 A	 B

model 	 mm 	 in.	 mm 	 in.
5610 plain	 101.6	 4	 330.2	 13
5611 with circle routes	 101.6	 4	 330.2	 13
5616 with applied rosettes	 101.6	 4	 330.2	 13
5620 plain	 101.6	 4	 304.8	 12
5621 with circle routes	 101.6	 4	 304.8	 12
5626 with applied rosettes	 101.6	 4	 304.8	 12
5630 plain	 101.6	 4	 304.8	 12
5631 with circle routes	 101.6	 4	 304.8	 12
5636 with applied rosettes	 101.6	 4	 304.8	 12
5640 plain	 101.6	 4	 254	 10
5650 plain	 101.6	 4	 152.4	 6

B

A

F

C

B

A

E
C

B

A

E

C
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specifications
1)	T he following edge profiles are not available: H and P, V.
2)	 All other profiles except Q and Y require 88.9  mm (3 1⁄2") minimum.
3)	 Available with white backs only.

Model 5530
Color: C72R

Model 5580
Color: C72R

Rosettes

 Standard sizes
	 A	 B	 C

model	 mm	 in.	 mm	  in.	 mm	 in.

5530  
circle route	 76.2	 3	 68	 2 11⁄16	 17.2 – 19.1 – 25	  11⁄16 – 3⁄4 – 1

5580  
applied rosette	 76.2	 3	 63.5	 2 1⁄2	 17.2 – 19.1 – 25	  11⁄16 – 3⁄4 – 1

Fluted Fillers

specifications
1)	 By default, the edge profile will be Q.
2)	T he following edge profiles are not available: H, P  

and V.
3)	 Unless otherwise specified, default ratio is one groove 

per inch width. 
4)	 Different length available for A, B, C, D, E on request.

A

B

C

D

F

E

 Standard sizes
	 A	 B	 C	 D	 E	 F

 model     description	 mm	 in.	 mm	 in.	 mm	 in.	 mm	 in.	 mm	 in.	 mm	 in.
 5400 plain	 76.2	 3	           –		  813	 32	            –		            –		            –	
 5401 with 2 circle routes	 76.2	 3	 114.3	 4 1⁄2	 813	 32	            –		            –		  68	 2 11⁄16

 5406 with 2 applied rosettes	 76.2	 3	 114.3	 4 1⁄2	 813	 32	            –	                    –		  63.5	 2 1⁄2

 5410 3 staggered grooves	 76.2	 3	           –		  813	 32	            –		  50.8	 2	           –	
 5411 3 staggered grooves with 2 circle routes	 76.2	 3	 114.3	 4 1⁄2	 813	 32	 177.8	 7	 50.8	 2	 68	 2 11⁄16

 5416 3 staggered grooves with 2 applied rosettes	 76.2	 3	 114.3	 4 1⁄2	 813	 32	 177.8	 7	 50.8	 2	 63.5	 2 1⁄2

 5420 2 grooves	 76.2	 3	           –		  813	 32	 177.8	 7	           –		            –	
 5421 2 grooves with 2 circle routes	 76.2	 3	 114.3	 4 1⁄2	 813	 32	 177.8	 7	           –		  68	 2 11⁄16

 5426 2 grooves with 2 applied rosettes	 76.2	 3	 114.3	 4 1⁄2	 813	 32	 177.8	 7	           –		  63.5	 2 1⁄2

 5429 2 full length grooves	 76.2	 3	           –		  813	 32	            –		            –		            –	
 5430 3 grooves	 76.2	 3	           –		  813	 32	 177.8	 7	           –		            –	
 5431 3 grooves with 2 circle routes	 76.2	 3	 114.3	 4 1⁄2	 813	 32	 177.8	 7	           –		  68	 2 11⁄16

 5436 3 grooves with 2 applied rosettes	 76.2	 3	 114.3	 4 1⁄2	 813	 32	 177.8	 7	           –		  63.5	 2 1⁄2

 5439 3 full length grooves	 76.2	 3	           –		  813	 32	            –		            –		            –	

Note:	 If C < 609.6 mm (24")
	 B = 38.1 mm (11⁄2")
	 D = 101.6 mm (4")
	 E = 25.4 mm (1")

Ornaments

* Available in pair only.

B

A

Interior profile

B

C

C

B

A

Interior profile
11.1 mm
7⁄16"

5.6 mm
7⁄32"

Model 
5970

Model 
5974*

Model 
5972*

Model 
5978

Model 
5980

63.5 mm
2 1⁄2"

44.5 x 133.4 mm
1 3⁄4" x 5 1⁄4"

88.9 x 408 mm
3 1⁄2" x 16 1⁄16"

31.8 x 243 mm
1 1⁄4" x 9 9⁄16"

50.8 x 264 mm
2" x 10 3⁄8"
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3" Radius Corners

Model 
5300

Model 
5301

Model 
5302

Model 
5304

specifications
1)	 Standard lengths: 800 mm (31 1⁄2"), 

2440 mm (96"). Custom lengths also 
available as an option.

2)	 800 mm (31 1⁄2") standard: the groove 
begins 57.2 mm (2 1⁄4") from one end. 
It is designed to complement a 762 mm 
(30") door.

3)	 2440 mm (96") standard: the groove 
begins 57.2 mm (2 1⁄4") from both ends.

Model 
5411

Model 
5429

Model 
5430

Model 
5406

Model 
5439

Model 
5436



RESTRICTION
Counter top appliances: 
Care must be taken when 
using toasters, toaster ovens, 
portable grills and other heat/
steam generating appliances to 
ensure that upper wall doors 
are not subjected to excessive 
temperatures.

63.5 mm
2 1⁄2"

15.9 mm
5⁄8"

Installation

Heatshield fillers are higher heat resistant fillers for kitchen cabinet installations where heat 
sources are a concern.  
HPL Heatshield fillers are pretested to temperatures above 120 °C (250 °F) without delamination, 
the HPL Heatshield Fillers are postformed 180° profiled components.

Produced with compatible HPL, they are available in most colors. Please contact a Customer Service 
Representative for an up-to-date list of available colors.

Specification
Each length is supplied with a 25.4 mm 
(1") edgebanding strip.  After cutting the 
heatshield filler to size, use the edgebanding 
strip to finish the ends.

Base ovens and cook tops
The heatshield filler mounted so that the face 
is flush with adjoining door parts.  The same 
recommendation applies to cook tops with front 
exhaust vents; fillers, so mounted, provide a barrier 
to shield excessive radiant and convective heat 
associated with broiling, with the door slightly 
opened; as well as, with ovens equipped with 
“Self Cleaning” features.

Wall mounted ovens
Heatshield fillers as mentioned in base ovens and 
cook tops section, are recommended. In addition, an 
horizontal filler should be placed above oven units, 
with a 5/8"–3/4" horizontal lip, mounted just below 
the doors above the unit; again flush with, or slightly 
beyond, the face surfaces of the doors.)

Wall mounted microwave 
ovens and undermount 
coffee makers
The heatshield filler mounted flush, 
or protruding slightly beyond the face 
surfaces of doors above, is recommended. 
This precludes possible surface damage 
and swelling of core material from 
excessive heat and/or steam.
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Lengths available
•  1.2 m (4’)  (5315)
•  2.4 m (8’)  (5316)

Heatshield Fillers
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Clear plastic heatshield fillers

The clear plastic heatshield is a great option 
for cabinet installation close to a heat source.  
With the same resistance to heat as the HPL 
Heatshield fillers (250 °F / 120 °C), this clear 
plastic heatshield is compatible with all thermo-
plastic colors. It is easily installed along the edge 
of the end panel and requires no adhesive.  If 
installing the heatshield around hinges or rails, 
a simple cut on the interior of the heatshield is 
sufficient.

Model 5317
5/8"

Model 5318
3/4"

End panel

Door

oven

oven
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Heatshield fillers  Corner Shelves  End Panels  Decorative Tambours  

Edgebanding  Thermoplastic Foil



Our thermoplastic 
edgebanding is formulated 
to be used with 
edgebanding machines 
operating at 77 °C 
(170 °F).  Since standard 
edgebanding machines run 
at 88 °C (190 °F) to 99 °C 
(210 °F), we also offer 
PVC edgebanding which 
can be applied with the 
standard machines.  Available finishes for each type of 
edgebanding are listed in the table on page 44-45.

Thermoplastic Edgebanding
•	 25.4 mm (1") wide
•	 100 m (328’) roll (5008)
•	 2.4 m (8’) length (5009)

PVC Edgebanding
•	 23.8 mm (15⁄16") wide
•	 236.2 m (600’) roll (5050)

Specifications
1)	 Our warranty is applicable on thermoplastic products 

and does not apply to PVC edgebanding.
2)	 For manual application, a premium grade water-

based contact cement should be used.

If A or B sizes are between: 

101.6 mm (4") – 152.4 mm (6"), 
R = 101.6 mm (4")

152.4 mm (6") – 203.2 mm (8"), 
R = 152.4 mm (6")

203.2 mm (8") – 254 mm (10"),   
R = 203.2 mm (8")

254 mm (10") – 381 mm (15"),   
R = 254 mm (10")

Corner Shelves

shelf with radius

shelf with ellipse

If A or B < 203.2 mm (8"),
R = 88.9 mm (3 1⁄2")

If A and B > 203.2 mm (8"),	
R = 190.5 mm (7 1⁄2")

B

R
A

B

A

Model 5120

Model 5111 Model 5110

Model 5121

Sizes available
•	 343 mm x 2440 mm (13 1⁄2" x 96") 

All exterior profiles available 5110 (1 side), 
5116 (2 sides)

•	 673 mm x 2440 mm (26 1⁄2" x 96") 
All exterior profiles available 5111 (1 side), 
5117 (2 sides)

•	 Custom sizes also available.

Decorative  
Tambours

End Panels

673 mm
26 1⁄2"

343 mm
13 1⁄2"

Sizes available
		  3.2 mm (1/8")	 6.4 mm (1/4")

•	 0.6 m x 0.6 m  (2’ x 2’)	 5005	 5055
•	 0.6 m x 1.2 m  (2’ x 4’) 	 5003	 5052
•	 1.2 m x 1.2 m  �(4’ x 4’) 	 5004	 5054

specifications
1)	 Strip size: 12.7 mm (1/2") 

Starting strip: 38.1 mm (1 1⁄2")
2)	T hickness:  

•  3.2 mm (1⁄8")  
•  6.4 mm (1⁄4")  

3)	 Standard: vertical woodgrain.  
Horizontal woodgrain available as an option.

Edgebanding Thermoplastic  
Foil

NOTE: See table pages 44-45 for specifications and colors 
available.

Foil Sheets
•	 1.2 m (4’) wide (5000)

Peel and Stick
•	 1.2 m x 2.4 m (4’ x 8’) (5040)

Laminated MDF Panels 
•	 5014: 6.3 mm x 1.2 m x 2.4 m (1/4" x 4’ x 8’)
•	 5016: 19.05 mm x 1.2 m x 2.7 m (3/4" 4’ x 9’)
•	 5018: 3.18 mm x 1.2 m x 2.4 m (1/8" x 4’ x 8’)

Foil/Unilam
5/8 particle board with foil on one/or both side.
One side
•	 5011: 1.2 m x 2.4 m (4’ x 9’)
•	 5013: 1.2 m x 2.7 m (4’ x 8’)
Both side
•	 5010: 1.2 m x 2.4 m (4’ x 9’)
•	 5012: 1.2 m x 2.7 m (4’ x 8’)

NOTE: Available same color back.
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TECHNICAL SPECIFICATIONS
FINGERPULLS   HINGES

Banks of drawers

We recommend ordering banks of drawers as doors rather than as reduced rail drawer fronts when they are over 
228.6 mm (9") high.

Incorrect
Correct

Incorrect

Correct

Product Properties

Height and width tolerance
•	 ± 0.5 mm (0.020")

Warp tolerance per linear foot
•	 ± 0.8 mm (1⁄32")

Heat resistance
•	 85 °C (185 °F). See page 38 for installation near heat sources.

Product Care and Maintenance

Thermoplastic doors can be easily cleaned with mild soap and water. However, as with any quality product, there are certain precautions you 
can take to preserve its value.

•	 Avoid the use of harsh chemicals, such as lacquer thinner, bleach or cleansers containing solvents or abrasives; especially avoid products 
containing tolylene or acetone.

•	 Avoid bumping or hitting surface with a sharp object, since it could result in a permanent indentation or cut. In the event of abuse, minor 
surface scratches can sometimes be removed depending on the severity of the damage. The following is recommended:

1)	 Rub the scratched area with a high grade polishing compound.

2)	 Polish the area with a carnuba based wax.

3)	 Repair kits are available from paint companies specializing in touch up paints.

•	 Avoid exposure of doors and drawers with high heat. To ensure against damage to doors or drawers, please do the following:

1)	 When broiling with oven door open, open doors and drawers of adjacent cabinets to minimize exposure to high heat.

2)	 Since the door seals on some ranges and ovens allow high heat to escape during the self cleaning cycle, as a precaution, open or 
remove doors and drawers of adjacent cabinets during the self cleaning cycle.

3)	 Be aware of countertop appliances such as boilers, toasters and toaster ovens that create high heat conditions. They should not be 
directly under doors of overhead cabinets while in use.
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1)	 Can be added to all exterior profiles except 
G, H, L, M and S.

2)	 Fingerpulls 4AAA, A4AA, AA4A and AAA4 
will be full length – starting 25.4 mm (1") 
from one side and ending 25.4 mm (1") 
from the other side.

3)	 All other fingerpulls will be 101.6 mm (4") 
wide. Fingerpulls on the corners will be 
25.4  mm (1") from the end.

4AAA

2AAA 3AAA1AAA

A4AA

A2AA A3AAA1AA

A
A

4A

A
A

3A
A

A
2A

A
A

1A

A
A

A
4

A
A

A
3

A
A

A
2

A
A

A
1

	  Door height	N umber of hinges
	 mm	 inches	 recommended

	 0 to 899,16	 0 to 35.4	 2

	 899,17 to 1000,8	 35.5 to 39.4	 3

	 1000,9 to 1991,4	 39.5 to 78.4	 4

	 1991,5 to 2438,4	 78.5 to 96	 5

Fingerpull 

Minimum sizes indicated for each door model must be 
respected due to hinge clearance considerations.

Quantity and Location of Hinges

4AAA	T op full length

A4AA	 Bottom full length

AA4A	 Left side full length

AAA4	 Right side full length

1AAA	T op left

2AAA	T op center

3AAA	T op right

A1AA	 Bottom left

A2AA	 Bottom center

A3AA	 Bottom right

AA1A	 Left side top

AA2A	 Left side center

AA3A	 Left side bottom

AAA1	 Right side top

AAA2	 Right side center

AAA3	 Right side bottom

9.5 mm
3⁄8"

3.2 mm
1⁄8"

This 
exAmple  
is hinged  

left

Standard hinge hole diameter: 35 mm (1 3⁄8") 
Standard depth: 12.6 mm (1⁄2")
Standard location:
•	 for doors 254 mm (10") and over, 3 mm (1⁄8") from 

side and centered at 88.9 mm (3 1⁄2") from top or 
bottom edge of the door.

•	 for doors less than 254 mm (10"), 3 mm (1⁄8") from 
side and centered at 63.5 mm (2 1⁄2") from top or 
bottom edge of the door.

Note
For doors requiring more than 2 hinges, a drawing 
indicating actual position of the hinge holes is required.

88.9 mm
3 1⁄2"

88.9 mm
3 1⁄2"

3 mm
1⁄8"

35 mm (1 3⁄8")

12.6 mm
1⁄2"

The descriptive codes for fingerpull location 
have been simplified as illustrated.  Letters 
in the new code correspond to the exterior 
profiles selected.  In this example, exterior 
profile “A” has been chosen.
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COLORS AND FINISHES
THERMOPLASTIC FOIL COLORS

R74W  Mahagony - matte
M	Panval 704
	 Formica U704-58 (peel and stick)

P53W  Valley Oak  - matte
M	Flakeboard A601

C46W  Dark Cherry - matte
M	Panval 969, Panolam W185
	 Formica U969-58

R766W  Cayenne Maple - matte
M	Panval 766, Tafisa L478
	 Formica U766-58

P485W  Concerto - matte
M	Tafisa L485
	 Arborite T485-KR

P477W  Tuxedo - matte
M	Tafisa L477
	 Arborite T477-KR

F44W  Chocolat Pear Tree - matte
M	Tafisa L444
	 Arborite T444-KR

R207W  Choco Cherry - matte
M	Panval 207, Tafisa L807,  

Panolam W341
	 Formica U207-58

R204W  Bourbon Cherry - matte
M	Panval 204
	 Formica U204-58

F97W  Pearwood - matte
M	Panval 971, Flakeboard H1232
	 Formica U971-58, Pionite WX031N

V978W  Regal Cherry - matte
M	Panval 978
	 Formica U978-58

F20W  Summer Flame - matte
M	Tafisa L420, Panolam W336,  

Panval 263
	 Arborite T420-KR, Pionite HP336

F43W  Secret - matte
M	Tafisa L443
	 Arborite T443-KR

R764W  Sugar Maple - matte
M	Panval 764
	 Formica U764-58

F21W  Candlelight - matte
M	Tafisa L421, Panolam W334,  

Panval 262
	 Arborite T421-KR

R205W  Tobacco Cherry - matte
M	Panval 205
	 Formica U205-58

R965W  Porto - matte
M	Panval 965, Tafisa L367
	 Formica U965-58

P601W  Wenge - matte
M	Tafisa L666
	 Arborite T666-CA

V521W  Antique Cherry - matte
M	Tafisa L521, 
	 Arborite T521-KR

P448W  Cognac Cherry - matte
M	Tafisa L448, 
	 Arborite T448-KR

P473W  Dark Rum Cherry - matte
M	Tafisa L473
	 Arborite T473-KR

P472W  Shiraz Cherry - matte
M	Tafisa L472
	 Arborite T472-KR

P488W  Dolce Vita - matte
M	Tafisa L488
	 Arborite T488-KR

P457W  Almond Cherry - matte
M	Tafisa L457
	 Arborite T457-KR

P489W  Copa Cabana - matte
M	Tafisa L489 
	 Arborite T489-KR
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R49L  White - high gloss
	 Nevamar S-7-32G, Wilsonart 1573-1
Also available
R49WL  White Woodgrain - highgloss

P502WT  Artic Ribbon - matte

R42L  Black - high gloss
	 Arborite S405-GL, Formica 909-90, 

Wilsonart 1595-1 
(peel and stick)

Also available
R42WL  Black Woodgrain - high gloss

P503WT  Sculpted Wenge - matteP501WT  Linear Ash - matte

	 Suggested color/design options in HPL.

M 	Suggested color/design options in melamine.

 	View larger sample

These suggested options are informational only.

HPL

R76WS  Bleached Maple - satin
M	Panval 706
	 Formica U706-58

C78W  Pink Maple - matte
M	Flakeboard 7908, Tafisa L364
	 Wilsonart 7908-7

C92W  Hard Rock Maple - matte
M	Flakeboard 10776, Panval 992, 

Panolam W290
	 Formica U992-58, Pionite WM791-S,  

Wilsonart 10776-60

P475W	Antique  
	 Whitewash - matte
M	Tafisa L475 
	 Arborite T475-KR

R61W  Silver Ash -matte
Also available
R61WL  Silver Ash - high gloss

B30R  Almond - matte
M	Panval 136, Panolam S445, 

Flakeboard A-920, Tafisa L258
	 Formica 920-58, Wilsonart D30-60 

Arborite S445-CA

C72R  Antique White - matte
M	Flakeboard 1572, Panval 810,  

Panolam S463
	 Wilsonart 1572-60, Formica 932-58

V629R  Ivory - matte
M	Tafisa L204
	 Arborite T204-CA

c72s  Blanc Antique - satin
M	Flakeboard 1572, Panval 810,  

Panolam S463 
	 Wilsonart 1572-7  

(peel and stick)

R763W  Maple Cream - matte
M	Panval 763
	 Formica U763-58

B21R  White - matte
M	Flakeboard W400, Panval 003, 

Panolam S411, Tafisa L080
	 Wilsonart D427-60

C73R  Frosty White - matte
M	Flakeboard W100 
	 Wilsonart 1573-60

B21W  White Woodgrain - matte
M	Flakeboard W400 (Algonquin), 

Panval 003 (Ashwood)
	 Arborite S417-LQ

C32L  Antique White - high gloss
	 Formica 932-90, Wilsonart 1572-1 

(peel and stick)

P122W  Silken Maple - matte
M	Flakeboard WF122
	 Flakeboard WF122

R54R  Designer White - matte
M	Panolam S645
	 Wilsonart D354-60

B54W 	Designer White  
	 Woodgrain - matte

C35S  White - satin	

P909R  Black - matte
M	Uniboard 888
	 Formica 909-58

K961R  Stainless Steel - matte
M	Panval 961, Panolam A60
	 Formica U961-58



44 Prémoulé

Color Description Color 
Group

Color 
Back

Foil with Peel  
& Stick Melamine HPL

Thermo 
Edge- 

banding

PVC  
Edge- 

banding

B21R White - matte A White - matte

•

Flakeboard W400 
Panolam S411 
Panval 003 
Tafisa L080

Wilsonart D427-60

• • • • •

B21W White Woodgrain - matte A White - matte

•

Flakeboard W400, 
(Algonquin) 
Panval 003,  
(Ashwood)  

Arborite S417-LQ* 

• • 

B30R Almond - matte A 

• •

Flakeboard A920 
Panolam S445 
Panval 136 
Tafisa L258

Arborite S445-CA 
Formica 920-58* 
Wilsonart D30-60* • • • • •

B54W Designer White Woodgrain 
- matte

A White - matte • •
C32L Antique White - high gloss F matte Formica 932-90 

Wilsonart 1572-1 • •
C35S White - satin D White - matte • • • • •
C46W Dark Cherry - matte B-C • • Panval 969 

Panolam W185
Formica U969-58* • •  • •

C72R Antique White - matte A 

• •
Flakeboard 1572 
Panolam S463 
Panval 810  

Formica 932-58 
Wilsonart 1572-60* • • •  • •

C72S Antique White - satin D-E matte

•
Flakeboard 1572 
Panolam S463 
Panval 810

Wilsonart 1572-7

• • • •

C73R Frosty White - mat A White - matte • Flakeboard W100 Wilsonart 1573-60* • • • • •
C78W Pink Maple - matte B White - matte • Flakeboard 7908 

Tafisa L364  
Wilsonard 7908-7 • • • •

C92W Hard Rock Maple - matte B-C

• •
Flakeboard 10776 
Panolam W290 
Panval 992

Formica U992-58* 
Pionite WM791-S 
Wilsonart 10776-60 

• • • • •

F20W Summer Flame - matte B-C

• •
Panolam W336 
Panval 263 
Tafisa L420 

Arborite T420-KR* 
Pionite HP336 • • • • •

F21W Candlelight - matte B-C

• •
Panolam W334  
Panval 262 
Tafisa L421

Arborite T421-KR*

• • • •

F43W Secret - matte B-C • • Tafisa L443 Arborite T443-KR* • • • • •
F44W Chocolat Pear Tree - matte B-C • • Tafisa L444 Arborite T444-KR* • • • •
F97W Pearwood - matte B-C • • Flakeboard H1232 

Panval 971  
Pionite WX031N 
Formica U971-58* • •  •

G909C Black - crystal A Black - matte
•

Flakeboard U002 Arborite S405-DI 
Formica 909-42*  
Wilsonart 1595-90*

• •    

K961R Stainless Steel - matte D-E • • Panolam A60 
Panval 961

Formica U961-58* • •    •
P122W Silken Maple - matte B-C • • Flakeboard WF122 Flakeboard WF122* • • • • •

* Stock Prémoulé

COLORS AND FINISHES
Prémoulé compatible color options

Shaded color code indicates same color back available. All other colors with white back.

The ultimate responsibility rests solely with the end user with respect to acceptability of these options in specific applications.



Prémoulé 45

Color Description Color 
Group

Color 
Back

Foil with Peel  
& Stick Melamine HPL

Thermo 
Edge- 

banding

PVC  
Edge- 

banding

P448W Cognac Cherry - matte B-C • • Tafisa L448 Arborite T448-KR • • • •
P457W Almond Cherry - matte B-C • • Tafisa L457 Arborite T457-KR • • • •
P472W Shiraz Cherry - matte B-C • • Tafisa L472 Arborite T472-KR • • • •
P473W Dark Rum Cherry - matte B-C • • Tafisa L473 Arborite T473-KR • • •
P475W Antique Whitewash - matte B-C • • Tafisa L475 Arborite T475-KR • • • •
P477W Tuxedo - matte B-C • • Tafisa L477 Arborite T477-KR •
P485W Concerto - matte B-C • • Tafisa L485 Arborite T485-KR • • • •
P488W Dolce Vita - matte B-C • • Tafisa L488 Arborite T488-KR • • • •
P489W Copa Cabana - matte B-C • • Tafisa L489 Arborite T489-KR • • •
P53W Valley Oak  - matte B-C • • Flakeboard A601 • • • •
P501WT Linear Ash - matte B White - matte •
P502WT Arctic Ribbon - matte B White - matte •
P503WT Sculpted Wenge - matte B White - matte •
P601W Wenge - matte B • • Tafisa L666 Arborite T666-KR • • •
R204W Bourbon Cherry - matte B-C • • Panval 204 Formica U204-58* • • • • •
R205W Tobacco Cherry - matte B-C • • Panval 205 Formica U205-58* • • • • •
R207W Choco Cherry - matte B-C

• •
Panval 207 
Tafisa L807 
Panolam W341

Formica U207-58*
• • • • •

R42L Black - high gloss F Black - matte Arborite S405-GL  
Formica 909-90*  
Wilsonart 1595-1*

•  

R42wL Black Woodgrain - highgloss F White - matte

R49L White - high gloss F White - matte • Nevamar S-7-32G 
Wilsonart 1573-1* • •   

R49WL
White Woodgrain 
- highgloss

F White - matte • •
R54R Designer White - matte A White - matte • Panolam S645 Wilsonart D354-60* • •
R61W Silver Ash -matte D  • • • • • •
R61WL Silver Ash - high gloss G White - matte •
R74W Mahagony - matte B-C • • Panval 704 Formica U704-58* • • • • •
R76WS Bleached Maple - satin D-E • • Panval 706 Formica U706-58* • •
R763W Maple Cream - matte B-C • • Panval 763 Formica U763-58* • • • • •
R764W Sugar Maple - matte B-C • • Panval 764 Formica U764-58* • • • • •
R766W Cayenne Maple - matte B-C • • Panval 766 

Tafisa L478
Formica U766-58* • •

R965W Porto - matte B-C • • Panval 965 
Tafisa L367

Formica U965-58* • • • • •
V521W Antique Cherry - matte B-C • • Tafisa L521 Arborite T521-KR • • •
V629R Ivory - matte A • • Tafisa L204 Arborite T204-CA • • • • •
V978W Regal Cherry - matte B-C • • Panval 978 Formica U978-58* • • • • •

* Stock Prémoulé

Indicates possible color/design options available in HPL and/or melamine.   
The ultimate responsibility rests solely with the end user with respect to acceptability of these options in specific applications.

Prémoulé Compatible 
Color Options
Numerous melamine and HPL colors and patterns are compatible with our foil colors.

Wiped  
Glaze Finish

Pencil Lined 
Glaze Finish

High Gloss 
Finish




